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Know your air purifier

Self Closing Cover
The Paralda is equipped with a unique 
self-closing cover.  To use, begin closing 
the cover and then stop pressing.  The 
unit will automatically close completely, 
by itself.

Cable Management System
The underside of the Paralda was
designed specifically to neatly 
hold any excess cabling.  Simply 
wrap any unused portion of the 
cord under the unit and use the 
side cut out to feed the desired 
amount of cord out from under 
the unit.

Replacing the UV lighT

The UV light bulb is a special long-lasting bulb and will last three to five years 
of continuous operation.

How to replace THE UV bulb

1.	 Before replacing the UV bulb, make sure the air purifier is unplugged 
from the power outlet.

2.	 Turn the plastic locking mechanism that holds the UV housing in place to 
unlock.

3.	 Then lift the UV lamp casing out of the Paralda.

4.	 Gently roll the bulb a quarter turn until it unlocks from socket.  Pull the UV 
lamp from UV lamp housing.

5.	 Unpack the new UV bulb gently by handling the ends only.  Do not 
touch the glass part of the lamp.

6.	 Insert the metal pins on the bulb into the socket.  Once the ends of the 
bulb are completely inserted into the socket, rotate the bulb a quarter 
turn until it locks into place.

7.	 Reinstall the UV lamp casing.

8.	 Lock the UV housing in place.

Control Panel Icons and Buttons

Power — On/Off

Filter Replacement Indicator

Fan Speed Setting

Ionizer On

UV Lamp On

Replace UV Lamp

Increase/Decrease
(Program Mode)

UV Casing

Filter Reset

Filter 
Cartridge

UV Casing



8 9www.AlenCorp.com

Replacing the Filter

The filters used in all of Alen air purifiers are HEPA filters and are not designed 
to be washed, cleaned or otherwise reused.   Please replace the HEPA filter 
regularly to maintain optimal high performance.
  
It is recommended for optimal performance from the air purifier that it is 
left on continually.  Under this type of usage, filters will need to be replaced 
every six months.  Please visit AlenCorp.com to sign up for a filter subscription 
program so that a filter automatically is shipped to you whenever you want 
it – every four, six or eight months!

How to replace the filter

1.	 Lift the filter cover.

2.	 Turn the plastic locking mechanism that holds the filter in place to unlock 
the filter.

3.	 Lift straight up on the filter cartridge handle and remove completely.

4.	 Insert the new filter.

5.	 Lock the new filter in place.

6.	 Reset the filter replacement 
       indicator – when the cover is                                                                             
       open, using the tip of a pen,  
       press and hold the pen in the        
       Filter Reset button for three 
       seconds.

Programming the Paralda

The Paralda can be programmed to run at certain fan speeds at three pre-
set times throughout the day.  This is done in the program mode.  When in 
the Program Mode, one of the three settings directly below the clock will be 
illuminated (1,2, or 3).  When in Manual Mode, the settings are not illuminated 
and the air purifier will operate continuously at the current fan speed.  This is 
your visual indication for which mode you are using.  When first turned on the 
air purifier will be in manual mode.  To change back to Manual Mode from 
Program Mode simply press the unit off and turn back on.

To Program Your Paralda 

1.	 Press and hold PGM key for two seconds to 
enter the setup mode.  The unit will beep 
and the clock with then blink.  The current 
time will turn on.

2.	 Press +/- to change the time.

3.	 Press the PGM key to accept the current 
time.  The current time turns off and the 
setting 1 icon turns on.  The clock will start 
blinking. 

4.	 Press +/- to change the time for setting 1.

5.	 Press the PGM key to accept the time for setting 1.

6.	 Press the SPEED button to select the fan speed for setting 1.  This is the 
speed you want the fan to run for the first preset time of the day.

7.	 Press the PGM key to accept the fan speed for setting 1.

8.	 Press +/- to change the time for setting 2.

9.	 Press the PGM key to accept the time for setting 2.

10.	 Press the SPEED button to select the fan speed for setting 2.  This is the 
speed you want the fan to run for the second preset time of the day.

11.	 Press the PGM key to accept the fan speed for setting 2.
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12.	 Press +/- to change the time for setting 3.

13.	 Press the PGM key to accept the time for setting 3.

14.	 Press the SPEED button to select the fan speed for setting 3.  This is the 
speed you want the fan to run for the third preset time of the day.

15.	 Press the PGM key to accept the fan speed for setting 3.

Lifetime Warranty
Alen offers the industry’s first Lifetime Warranty program for all our Air Purifiers.  
We warrant your Alen Air Purifier to be free from defects in material or work-
manship for as long as you own it.  

Alen will, at its option, either furnish a replacement part or replace your air 
purifier provided the product is determined to be defective as a result faulty 
material or workmanship while in normal use.  Replacement parts or units will 
be either new or refurbished.  Alen’s sole obligation under this warranty is to 
replace, or at Alen’s discretion, to repair, free of charge, all defective parts.

This warranty will be valid only for units in possession of the original purchaser.  
Proof of purchase must be presented to Alen’s warranty service representa-
tive.  All parts or units that are replaced become the property of Alen.  To 
obtain warranty service, the defective product or part must be shipped or 
delivered to:  Alen’s authorized service center. All postage, insurance and 
shipping charges are the responsibility of the Purchaser and are not included 
in this warranty.

Your Lifetime Program remains in effect only if: 
1.	 Your Alen Air Purifier is operated in accordance with the instructions pro-

vided in the Alen User Manual.  This includes replacing the filter at least 
once every six (6) months of use to prevent excessive stress on the motor.

2.	 Your Alen Air Purifier is connected to a proper power supply (see voltage 
label on machine). 

3.	 The unit shows no evidence of tampering, mishandling, neglect, ac-
cidental damage, modification, and/or repair by anyone other than 
authorized Alen service personnel. 

4.	 Ownership of the Air Purifier has never been transferred.

Miscellaneous                                                                                          
No one is authorized to make any other warranties on behalf of Alen.  It is ex-
pressly understood that the replacement warranty of Alen shall be in lieu of 
any and all other warranties, express or implied, including warranties of mer-
chantability or fitness for a particular use or purpose, and further that Alen 
shall not be liable for any loss or damage directly or indirectly arising from the 
use of the dehumidifier, or for any consequential damages arising from such 
use including damages from water leakage.  Alen’s sole liability with respect 
to any defect shall be for the replacement of the defective part(s).  Some 
states do not allow such limitations and exclusions, so the above may not ap-
ply to you.  This warranty gives specific legal rights.  You may also have other 
rights which vary from state to state.
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