
SPECIFICATIONS KOMPACT
Model No. 10240KP-US
Height 24” (610mm)
Width 20” (508mm)
Depth 19” (483mm)
Weight 78 lbs (35kg)
Voltage 110 V
Phase 1
Frequency 60 Hz
Current 7 A
Power 880W
Airflow 360cfm (608m3/hr)
Noise Level 57 dba
Refrigerant R22
Effective Volume 8,369 cu.ft (237m3)
Typical Extraction  56 ppd
Minimum Operating Temperature 33°F (1°C)
Maximum Operating Temperature 95°F (35°C)

FEATURES KOMPACT
MODEL NO. 10240KP-US
On / Off Control
Electronic Defrost Control
Compressor Type Rotary
Fitted Mains Plug
Semi-Pneumatic Shock Absorbing Tyres
Integral Condensate Pump
Pump Purge Switch
Hours Run Meter
Hot Gas Defrost System
Washable Air Filter
Quick Release Hose Coupling
Collapsible Carrying Handles
25’ Length of PVC Drain Hose
Epoxy Powder Coating
Cable Wrap Facility
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Ebac Industrial Products Incorporated, 700 Thimble Shoals Blvd. 
Suite 109, Newport News, VA 23606-2575

Tel: (757) 873-6800   Fax: (757) 873-3632   www.ebacusa.com 

PROVOO EN PERFORMANCE

THE PROBLEM

THE DEHUMIDIFIER

HOW A DA EHUMIDIFIER WR ORKS
EVEVAPORAAPORAVVVV TORTORAAAA

COMPRESCOMPRES

FRIGERANTFRIGERANTFFFFFFRRRRRRIIGGGGGGGEEEEEERRRRRRRAAAAAAAANNNNNNNTTREREFRIGERANT

APPLICATIONS KOMPACT
MODEL NO. 10240KP-US
Flood & Restoration
Roof Leaks
Basements / Cellars
Laundries
Vehicle Storage
Hotels / Guest Houses
Second Homes
Laboratories
Offices


